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The heart of the BETA® Drywall System is the galvanised steel framework with floor
tracks and vertical studs that are assembled to form @ streng structure for the
assembly of o wide range of partitioning designs.

BETA® Drywall aluminium sections are a unique combination of the best
consfrection ideas and aesthefics from the infernational drywall industry.
The patented result is a highly functional, easy to install and good looking

a systam that cataers for all types of installations.

The sirength of door frames and glazing is enhanced by the internal
“lags” of the secticns, and the aesthetics are
improved by the wnique clip together
. combinations.




Unique features include:
Meat appearance and good looks

Easy installation and low cost

Easy to decorate with wallpaper or paint
Recessed base and head

Curved and splayed walls

Bullnose and sployed cornars

Full height deors and glazing modules

Base, head, vertical and horizontal reveals
avallable

Woolpile door and glazing gaskets
Range of fire ratings from 30min - Zhours
Ronge of scund ottenuations from 40dB - 52dB
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SYSTEM SECTIONS
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=l
DRYWALL
INSTALLATIONS

Cailing
f‘i"- Set out on ceiling to oulside of proposed drywall [7&mm thick] and fix ceiling and
\ 2 wall channel, hiding chalk line by 1mm.
Wall
(2 Use ceiling and wall channel on :_D Use drywall studs and a plumb
e wall with level to plumb down to p= Shad line or level to plumb down to
floar, Fix ceiling and wall channel, floor at corners,
Floor Trocks.
- - Roord
Ii{:' S | | ':il-:l £ . T Use two studs at $0°comers
Line up drywall fleor racks with ceiling and wall channels
on wall and studs at corners and fix Roor frack.
l-"'ﬁ'“‘m | | Fit studs at $00mm -""?r"‘“-l ' Allow 823mm opening
Pty centres. Do not rivet or WA betwean studs for door
s | iod crimp suds geneally only 13 {813mm). Shuds must go
at door frames ond —f— up fo ceiling. These shuds
" ‘ " glazed sections. must be riveted or
: . crimped into plumb
pasition.
82 3mem |
‘ay | | Fit door frame firmly a
\8) info pasifion onto suds 9 Ful Short Short Full
T Haight Halght
FD;:_ :hm:;d: or Wofertek Eiug Seud Seud Ehj
Fit twa studs above door head in between and adjocent 1o full
height studs, This procedure is only necessary when fitting

boards above doors, TIP: Cut & bend Bangs of stud fram $70 te 107 0me
froes tha FFL b acoommodote locksat ol & catch

Filgluz'ng sachions as raqlimd b studs.

Top horizontal glazing section should be 204 5mm from FFL io underside
of glazing section |i.e. deor head height]. Studs adjocent to glazing
sections must be fixed so that ghazing secfions connot move.

Cut off /2 topered edge of board and push board right info aluminium
glozing secfions.

Fit oddifional shuds above and hahwﬂu:.ing sections, s for door
frame. Mow fit top and boftom boards by cutting £20mm off both

sides of tapered edge of board.
Opening between studs should be 1200mm - 36mm = 1144mm.
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BETA®" DRYWALL SYSTEM 76mm (Natural Anodised)

1. Supply and fit "Beta™ Drywall Parfifion System comprising natural anodised aluminium ceiling channel, 52mm “Ulirasteel” floor rack
and 51mm “Ultrasteed” verfical studs ot 500mm centres, friction fifled, or riveted 1o ceiling channel and floor racks with similar
additional verfical sheds as necessary af corners ends efc. and covered both sides with 12mm Gypsum Tapered Edge Wallboard
screwed fo studding with 25mm drywall screws ot masimum 230mm cenkres. Boards are to be buft joined and lapered edges fitted
with 50mm wide self-adhesive “Fibatape” and finished with "Rhinoglide” joinfing compound all in accordance with the manufacturer's
instructions. Fit 76 x 1,6mm natural anodised aluminium skirting to both sides of drywall. Intersections and cbutments are
measured separalely and descriptions shall be desmed to incliede any additional studs, comer beads, joinfing compound, tape,etc.

1.1 *Beta” 5/5/5 Drywall parfitions with boards full |1a|"5;hH|:|- 2. 700m fixed to concrete floor and mspundud mﬂing haes,

1.2 “Basa” 5/G/5 Drywall parfifions with boards to 1.050m high, glazed panes to door head height and boards above 1o ceiling height
of 2.700m. Glazed panes fo be framed all round with “Befa” aleminium gluzing sachions and beads, all pra-ﬁ'hd with w'un||:|i|n
gaskets. Glass lo be 4mm dear float. Parfitions fixed o concrete loor and suspended ceiling tees.

1.3 “Beta” 5/5/G Drrm" partitions with boards to door head hafghf and g|u:ad panas above ho ::Bi|'|ng huigh‘f of 2.700m, Glazed
panes fo be framed all reund with “Beta” aluminium glazing sections and beads all pre-fitted with woolpile gaskets. Glass 1o be
4dmm clear float. Partitions fixed to concrete floar and suspended ceiling tees.

1.4 “Beta” G/G/G/ Drywall partitions with glazed panes full height to 2.700m. Glazed panes ko be framed all round with "Beta”
Aluminium glazing sections and beads, all prefitted with woolpile gaskets. Glass to be 6.5mm clear “Fadeban” laminated safety
glass. Parfifions fixed to concrete floor and suspended ceiling tees.

1.5 Extra over partifion for 40mm semisolid door 813 x 2032mm with Gaboon veneer both sides and hardwood edge sirips hung to
and incleding “Beta” natural enodised aluminivm door frame with pre-fitted woslpile goskets with one pair of 100mm natural
anodised aluminium sinkless hinges including 7&mm 2 lever mortice lockset and furniture, and additional studding as nacessary.

1.4 Exira over parfition 2.700m high for vertical abutment.

1.7 Extra aver parfition 2.700m high for $0%corner.

1.8 Exira over parfition 2.700m high for 135" comer.

1.9 Exira over parfifion 2.700m high for Tintersacfion.

NOTE: Far convenience, parfifions are divided into 3 verfical secfians.

1. FFLto 1.050m

2. From 1.050m te door head height 2.060m

3. From door head height o ceiling
Lawld G= g|uu




BETA® DRYWALL SYSTEM 20mm (Natural Anodised)

1. Supply and fit "Beta™ Drywall Parfifion System comprising natural anodised aluminium ceiling channel, 65mm “Ulirasteel” floor nack
and Sdmm "Ultrasteed” verfical studs ot 500mm centres, friction fifled, or riveted 1o ceiling channel and floor racks with similar
additional verfical sheds as necessary af corners ends efc. and covered both sides with 12mm Gypsum Tapered Edge Wallboard
screwed fo studding with 25mm drywall screws ot masimum 230mm cenkres. Boards are to be butt joined and lapered edges fitted
with 50mm wide self-adhesive “Fibatape” and finished with "Rhinoglide” joinfing compound all in accordance with the manufacturer's
instructions. Fit 76 x 1,6mm natural anodised aluminium skirting o both sides of drywall. Intersections and cbutments are
measured separalely and descriptions shall be desmed to incliede any additional studs, comer beads, joinfing compound, tape,etc.

1.1 *Beta” 5/5/5 Drywall parfitions with boards full |1a|"5;hH|:|- 2. 700m fixed to concrete floor and mspundud mﬂing haes,

1.2 “Basa” 5/G/5 Drywall parfifions with boards to 1.050m high, glazed panes to door head height and boards above 1o ceiling height
of 2.700m. Glazed panes o be framed all round with "Befa” aleminium gluzing sachions and beads, all pra-ﬁ'hd with w'un||:|i|n
gaskets. Glass lo be 4mm dear float. Parfitions fixed o concrete loor and suspended ceiling tees.

1.3 “Beta” 5/5/G Drrm" partitions with boards to door head hafghf and g|u:ad panas above ha ::Bi|'|ng huigh‘f of 2.700m, Glazed
panes fo be framed all reund with “Beta” aluminium glazing sections and beads all pre-fitted with woolpile gaskets. Glass 1o be
4dmm clear float. Partitions fixed to concrate floar and suspended ceiling tees.

1.4 “Beta” G/G/G/ Drywall partitions with glazed panes full height to 2.700m. Glazed panes ko be framed all round with "Beta”
Aluminium glazing sections and beads, all prefitted with woolpile gaskets. Glass to be 6.5mm clear “Fadeban” laminated safety
glass. Parfifions fixed to concrete floor and suspended ceiling tees.

1.5 Extra over partifion for 40mm semisolid door 813 x 2032mm with Gaboon veneer both sides and hardwood edge sirips hung to
and incleding “Beta” natural enodised aluminivm door frame with pre-fitted weslpile goskets with one pair of 100mm natural
anodised aluminium sinkless hinges including 7&mm 2 lever mortice lockset and furniture, and additional studding as nacessary.

1.4 Exira over parfition 2.700m high for vertical abutment.

1.7 Extra over parfition 2.700m high for $0%corner.

1.8 Exira over parfition 2.700m high for 135" comer.

1.9 Exira over parfifion 2.700m high for Tintersaciion.

NOTE: Far convenience, parfifions are divided into 3 vertical sectians.
I. FFlia 1.050m
2. From 1.050m te door head height 2.060m
3. From door head height to ceiling
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Gamma Drywall Trims are o vnigue complement to the Beto Drywall System allowing for the design ond fixing of o range

of heod, base and wall reveals, These features are only avoiloble using the CAPCO system,
Head & Base Reveals

These sections for drywall partitions, create Woll — =
various width shadowlines at head, wall Hood Reveal — ——m

gbutments and basa.
Cailing —=

Gypsam Board < —m

Flgar

Base Reveal Haad Rereal Haad Reeal Head Rerssal

£ ammm Senm 23mmm 1.ammm
Wall Reveals
These secfions are used for drywall pertitions,
to create various width architectural shadowlines.
'-1

Winll Resnal |l Reaal

10mm 12.5mm

Drywall Framing Wioll Revaal Wall Reveal

- T T

Dastall
Winll Resnal |l Reaal
25mm S0mm




RIGID VINYL DRYWALL ACCESSORIES
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RIGID WINYL DARYWALL ACCESSORIES

TRIMTEX Rigid Vinyl Drywall Accessories have the most complese
range of designer drywall products available, and CAPCO is
the sole distribulor of these sections in Southern Africa. The
unigue TRIMTEX Drywall sections allow designers ond architects
to create and innovate without restriction and fo try something
oesthefically new.

The products are simple to use to crecte complicoted struchures
such as alcoves, archways, bulkheads with soft edging, shamferad
Bchau., niches, curved walls and infricate dmig'n features never
thought possibla.




The TRIMTEX Ranga of Flexible PvC | @()° CORNERS

Drywall Sections have been designed fo
enable architects, designers and artisans fo create interior systems

that are impossible to achieve using the traditional ceiling and paortition

systems ovoilable. These sections ollow for vorious finishes on corners fo create o
unique look to the completed system.

TRIMTEX®S ﬂ TRIMTEX®
m Caorner Bead Chomfes Beod
Inssda Coemar
Baad

TRIMTEX® 90" Insice & Ousside Comer TRIMTEX® 20" Chamfer Corner

TRIMTEX® Insicle & Cutside Round Comer TRIMTEX* 90" Inside & Cusside Round Cormner
18 mm Radies A8mm Radius
(135° CORNERS)
TRIMTEX®
Chwtside Splayed
Correr Boad
TRIMTEX™
adjustobla
Inskda Cormar
TRIMTEX® 135" bside & Outside Comer TRIMTEX™ 135" Inside & Outside Round Corrar

19mm Reding

FIXING: Trimtex trims are fixed to gypsum boards with 8mm staples.



